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What is claimed is: 



*A tubular running tool connectable to a drilling rig assembly for inserting and 
selectively, internally gripping a tubular member/stprig, said tubular running tool 
comprising: 

a barrel forming an axial fluid pathway therethrough, said barrel having a top end and a 

bottom end, said barrel formipg a lower outwardly tapered section; 
at least one slip movably connec^a to said tapered section for selectively engaging an 

interior portion of a^tdbular member; and 
a moving mechanism fictionally connected between said slips and said barrel for 
moving sakKslips in engaging contact with and from said tubular member. 


i 


The tubular running tool of Claim 1, wherein: 

said taper section includes at least one substantially planar section for movably 
connecting said slip. 


The tubular running tool of Claim 1, wherein 

said tapered section includes more 4hen one substantially planar section, each said 

A 

section having at least one slip movably connected thereto. 


The tubular running/tool of jClaiml, further including: 


a sleeve movably/dispc^ 
moving mech 


^KX>ut abortion of said barrel, wherein a portion of said 
onnected to said sleeve. 


The tubular running tooLqf Claim 1/further including: 
an upper sleeve movably dlsposeoabout an upper section of said barrel; 
a lower sleeve mo vablyt disposed about a lower section of barrel; and 
wherein a portion of said rnoving mechanism is connected to said upper and lower 
sleeve and said/slips. 
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The tubular running tool of Claim 1, further including: 
gripping members connected to said slip. 


5 v 


So 


^5 


20 


'3 


The tubular running tool of Claim 1, further including: 
a fill-up and circulating tool in connection with said barrel. 

The tubular running tool of Claim 1, further including: 
a cementing head assembly connected to said barrel; and 

a wiper plug assembly comprising at least one detachable wiper plug in connection 
with said barrel. 

The tubular running tool of Claim 7, further including: 
a cementing head assembly connected to said barrel; and 

a wiper plug assembly having at least one detachable wiper plug in connection with 
said fill-up and circulating tool. 

The tubular running tool of Claim 2, further including: 
gripping members connected to said slip. 


including: 



V12/£yThe tubular running tooj/of Claim 5, further including: 
gripping members connected to said slip. 


The tubular running tool of Claim 1, further including: 
a sealing element in connection with said barrel for sealing the annulus between said 
tool and the interior surface of said tubular. 

The tubular running tool of Claim fi, further including: 


Page 18 of 23 


DOCKET: FRK-36 



A 0 



20 


16. 


18. 


a sealing element in connection with said barrel for sealing the annulus between said 
tool and an interior surface of said tubular. 


A tubular running tool connectable to a drilling rig assembly for inserting and 
'selectively, internally gripping a tubular memjser/string, said tubular running tool 
comprising: 

a barrel forming an axial fluid pathway^herethrough, said barrel having a top end and a 
bottom end, said barrel forming a lower outwardly tapered section having at 
least one substantially planar section; 
at least one slip movably comiected to said substantially planar section of said tapered 

section for selectively engaging an interior portion of a tubular member; and 
a moving mechanism / iiinctionally connected between said slips and said barrel for 
moving s^ia slips in engaging contact with and from said tubular member. 

The tubular runrfing tool of Claim 16, further including: 

a sleeve movably Disposed about a portion of said barrel, wherein a portion of said 
moving mdahanism is connected to said sleeve. 


The tubular running toph>f Clami 15, further including: 
an upper sleeve movably disg£>sed about an upper section of said barrel; 
a lower sleeve movabryj^isposed about a lower section of barrel; and 
wherein a portion ofs£id moving mechanism is connected to said upper and lower 
sleeve and/said slips. 


ibul^fimmngtipol of Claim 15, further including: 
gnppirjg memtjefs^mnected/rp said slip. 


19. \ The tuWaf^nning^to^Pof Claim 1< 

\gripping members connected to said slip. 


ther including: 
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The tubular running tooKof Claim 17, further including: 
gripping members connected to said slip. 


The tubularninning tool of Claim y>, further including: 
a fill-up and circulating tool connected to said barrel. 

u 

The tubular running tool of Claim 1^, further including: 
a cementing head assembly connected to said barrel; and 

a wiper plug assembly comprising at least one detachable wiper plug in connection 
with said barrel. 


The tubularnonning^ol of Claim 15, further unhiding: 
a cementing head assembly connected to sajo barrel; and 

a wiper plug assembly having at least one'detachable wiper plug in connection with 
said fill-up and circulating tool/ 



24. A tubular running tool connectaWe to a drilling rig assembly for inserting and 

selectively, internally gripping p tubular member/string, said tubular running tool 
comprising: 

a barrel forming an axial flilid pathway therethrough, said barrel having a top end and a 
bottom end, said/barrel forming a lower outwardly tapered section having at 
least one substantially planar section; 
a sleeve movably disposed about a portion of said barrel; 

at least one slip n?K>vably connected to said substantially planar section of said tapered 

sectionyfor selectively engaging an interior portion of a tubular member; and 
a moving mechanism functionally connected between said slip and said sleeve for 
moving said slips in engaging contact with and from said tubular member. 

if 

The tubular running tool of Claim 2fl, further including: 
gripping members connected to said slip. 
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ifi. The tubular running tool of Claim £4, further including: 
a fill-up and circulating tool connected to said barrel. 

ct ,r 

2/. The tubular running tool of Claim 2^, further including: 
a cementing head assembly connected to said barrel; and 

a wiper plug assembly comprising at least one detachable wiper plug in connection 
with said barrel 

Tfi. The tubular running tool of Claim further including: 
a cementing head assembly connected to said barrel; and 

a wiper plug assembly having at least one detachable wiper plug in connection with 
said fill-up and circulating tool. 

A tubular running tool connectable to a drilling rig assembly for inserting and 
selectively, internally gripping a tubular member/string, said tubular running tool 
comprising: 

a barrel forming an axial fluid pathway therethrough, said barrel having a top end and a 

bottom end, said barrel forming a lower outwardly tapered section having at 

least one substantially planar section; 
an upper sleeve movably disposed about an upper portion of said barrel; 
a lower sleeve movably disposed about a lower portion of said barrel; 
at least one slip movably connected to said substantially planar section of said tapered 

section and having a gripping section for selectively engaging an interior 

portion of a tubular member; and 
a moving mechanism functionally connected between said slip, said upper sleeve, and 

said lower sleeve for moving said slips in engaging contact with and from said 

tubular member. 

3/S. The tubular running tool of Claim 2# further including: 
a fill-up and circulating tool connected to said barrel. 
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3/, The tubular running tool of Claim 2p y further including: 
a cementing head assembly connected to said barrel; and 

a wiper plug assembly comprising at least one detachable wiper plug in connection 
with said barrel. 

3/^ The tubular running tool of Claim ^6, further including: 
a cementing head assembly connected to said barrel; and 

a wiper plug assembly having at least one detachable wiper plug in connection with 
said fill-up and circulating tool. 
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